
TeSys Motor Starters

Suitable for your needs
Our TeSys motor starters are designed to be extremely flexible.

We make sure that they are suitable for the needs of  your local 
applications. They are also compliant, tested and proven for 
IE3 and IE4 motors.

Unique features
•	 Core references
•	 Dedicated for local applications
•	 Flexible: compatible with all 

accessories
•	 Availability: tailored supply chain & 

high density stock
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Selection guide

LC1 K 06 10 P5

AC 3 Current / 415V

6 A (2.2 kW)� 06
9 A (4 kW)� 09
12 A (5,5 kW)� 12
16 A (7,5 kW)� 16

Coil Voltages

B5	 24V AC 50 Hz
D5	 42V AC 50 Hz
E5	 48V AC 50 Hz
P5	 230V AC 50 Hz

Auxiliary contact

10	 1NO
01	 1NC

TeSys K 3 pole 
contactor
6A, 230V/50 Hz

TeSys D
•	 Power:	 up to 45 kW/440V
•	 Current ratings:	 9A to 95A AC3
•	 Control voltages:	 24V, 42V, 48A, 230V
•	 Frequency:	 50Hz

TeSys K
•	 Power:	 up to 7.5 kW/440V
•	 Current ratings:	 6A to 16A AC3
•	 Control voltages:	 24V, 42V, 48A, 230V
•	 Frequency:	 50Hz

TeSys GV2
•	 Pushbutton control
•	 One size from 0.1 A ~ 32 A
•	 0.37 kW to 15 kW @ 440 V
•	 Thermal-magnetic protection
•	 Icu breaking capacity up to 100 kA

LC1 D 09 P5

AC 3 Current / 415V

9 A (4 kW)� 09
12 A (5,5 kW)� 12
18 A (9 kW)� 18
25 A (11 kW)� 25
32 A (15 kW)� 32
38 A (18,5 kW)� 38

40 A (22 kW)� 40
50 A (25 kW)� 50
65 A (37 kW)� 65

80 A (37 kW)� 80
95 A (45 kW)� 95

Coil Voltages

B5 	 24V AC 50 Hz
D5	 42V AC 50 Hz
E5	 48V AC 50 Hz
P5	 230V AC 50 Hz

Terminal Connection

     Screw (Standard)

A	� EverLink 
(40A to 65A)

TeSys D 3 pole 
contactor
9A, screw terminal, 
230V/50Hz

GV2 ME 08 AP TeSys GV2ME, pushbutton, 
thermal trip setting 2.5...4A

Push button Dedicated 
for local 
applications

Setting range of thermal trips

0.1...0.16� 01
0.16...0.25� 02
0.25...0.4� 03
04...0.63� 04
0.63...1� 05
1...1.6� 06
1.6...2.5� 07
2.5...4� 08

4...6.3� 10
6...10� 14
9...14� 16
13...18� 20
17...23� 21
20...25� 22
24...32� 32
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